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PARA-ANCHOR
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Ocean Safety, 
Saxon Wharf, 

Lower York Street, 
Southampton, 
SO14 5QF, UK.

KEY FEATURES

• High density, brightly coloured 
nylon for high visibility in 
search and rescue situation

• Fitted stainless sinking chain 
to help with safer deployment

• Reinforced in areas of   
high load

• Easy and safe retrieval using 
the specific retrieval  
line available

• A range of sizes to fit vessels 
up to 30m

PART NO. DESCRIPTION

SAF1000 Parachute Anchor Coastal 9 (9ft)

SAF1010 Parachute Anchor Global 12 (12ft)

SAF1020 Parachute Anchor Tasman 15 (15ft)

SAF1030 Parachute Anchor Bass Straight 18 (18ft)

SAF1040 Parachute Anchor Pacific 20 (20ft)

SAF1050 Parachute Anchor S/Ocean 24 (24ft)

SAF1060 Parachute Anchor Indian 28 (28ft)

SAF1100 Anchor Line for 9 & 12 Anchors

SAF1110 Anchor Line for 15 & 18 Anchors

SAF1120 Anchor Line for 20 Anchors

SAF1130 Anchor Line for 24 & 28 Anchors

SAF1160 Retrieval line for 9,12 15 & 18 Anchors

SAF1170 Retrieval line for 20 & 28 Anchors

ORDERING INFORMATION

A Para-Anchor is designed to provide sufficient power to hold  the bow 
of a vessel head to wind in the worst storm conditions. It should be 
deployed from the bow of the vessel and greatly reduces the risk of 
broaching, capsizing or rolling, keeping the boat more comfortable and 
stable throughout the duration of the heavy weather.  

Most importantly it allows the vessel to take the storm head on,  rather 
than running with it, which reduces the time spent in discomfort. A must 
have for any cruising yachtsman or long distance sailor.


